




Fork features and function

Travel adjustment

This feature allows you to adjust the travel of your fork depending on your preferences and the terrain you’re riding.
The travel adjustment allows you to change the way the bike handles, when you ride uphill or downhill. 
When you ride uphill, you push the lever (which is mounted on the handlebar) and push down the handlebar. 
You release the lever at the desired travel level of the fork. Now you can ride uphill in a more comfortable body position.
When you ride downhill, you push the lever and pull the handlebar and the fork extends its travel to the maximum 
travel level. Now you can ride downhill in a more comfortable and safer body position.
The infinitely variable travel can be adjusted from 60-120mm (130mm - depending on the fork model)  steplessly.
Remark: The changement of the travel of the fork doesn’t change the air spring rate. 
You have the same comfort at all travel levels.

HydraLock (lock-out feature)

This feature allows you to reduce bobbing while riding uphill or sprinting. 
In order to activate this function, you have either to push the “wishbone” shaped lever to the right - in case of a remote 
lock-out fork or to turn the lock-out knob located on the right side of the fork crown clockwise up to stop. In order to 
open the system for normal damping, you have to push the “wishbone” lever to the left in the case of a remote lock-out 
fork or turn the lock-out knob counter-clockwise. To perform both functions - lock or un-lock -> you need only one 
flip of your thumb in the case of the remote lock-out fork or a full turn of the lock-out knob for a standard lock-out fork.
This function allows you only to have the hydraulic damping fully open or fully closed. 

       WARNING: Please don’t forget to un-lock your system when you’re riding rough terrain. 
    Riding rough terrain with a locked system may damage your lock-out cartridge.

Preload adjustment

The preload adjustment allows the user to tune the response of the suspension fork as riding conditions demand and in 
accordance to his weight. The more preload you have, the more thrust it takes to get the fork to first move. The preload 
is adjusted by turning the preload adjustment knobs located on the fork crown.
Turning the adjustment knob clockwise increases the amount of preload, while turning the knob counter-clockwise 
reduces the preload . Please check the chapter “Setting Sag” described before.

Maintenance
SR SUNTOUR forks are designed to be nearly maintenance free. However, as long as moving parts are exposed to 
moisture and contamination, performance may be reduced. To maintain high performance, safety and long life, periodic 
maintenance is required.  
The recommended intervals for maintenance are listed below.
Lubricants and Cleaners:
- Teflon fortified oil
- SR SUNTOUR special grease (SRS No.9170-001)  / high quality Teflon fortified grease.
Damping oil:
- SR SUNTOUR special damping oil (SR SUNTOUR special damper oil #PSF01-033 / Viscosity 11).
Regular Maintenance:
Before every ride, inspect the following parts:
a) Front wheel and quick release for proper installation and adjustment
b) Fork for any obvious damage (crown, brace, upper tubes, lower tubes, and dropouts)
c) Front brake cable for proper routing
d) Front brake pads for proper contact with the rim
e) Front brake lever for proper adjustment
f) Headset for proper function and adjustment  
g) Stanchion tubes for scratches. In case of deeper scratches contact your local dealer for advice.  

 If you ride in extreme weather or terrain conditions, we recommend a more frequent maintenance.           
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We recommend the service after 50 and 100 hours of riding to be performed by a qualified bicycle mechanic. 
 He has all necessary tools for this servíce and the necessary know-how. 

After 25 hours

After every ride

After 50 hours

After 100 hours

After 200 hours

MAINTENANCE
Clean the stanchion tubes and the dustseal area 
Check for proper torque the main fixing bolts (10Nm) 
Oil the dustseal area with Teflon oil
Function check of the fork and clean and grease service of bushings at the dealer
Change oil bath and lubricate remote lock-out cap from outside with Teflon oil 
Inspection and service of the complete fork at the dealer 

In any case, if you feel that your fork’s performance has changed or it handles differently as normal - 
 please contact immediately your local dealer to inspect your fork.
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Notes on usage of the fork 

LIMITED WARRANTY 

SR SUNTOUR warrants the suspension front fork to be free from defects in materials and workmanship under normal use for a period of two years from 
the date of purchase. In no event shall this limited warranty apply to any defect of the suspension fork caused by: improper installation, disassembly, re-
assembly, intentional breakage or damage, alterations or modifications to the suspension fork by the user or other party or any unreasonable use or abuse 
of the product or any use for which this product was not intended. 
The obligation of this limited warranty shall be limited to repairing or replacing the suspension fork or any part for which there is a defect in materials 
or workmanship during the two years following the date of purchase. To validate this limited warranty the purchaser must submit this warranty card to 
SR SUNTOUR within 30 days after purchase of the suspension fork. Any alteration of, or tampering with the warranty card automatically terminates this 
limited warranty.
SR SUNTOUR makes no express or implied warranties of fitness or merchatability of any kind, except as set forth above. SR SUNTOUR’s liability he-
reunder is expressly limited to repair or replacement of the product. Under no circumstances will SR SUNTOUR be liable for incidental or consequential 
damages. Some jurisdictions do not allow the exclusion or limitation of liability of incidental or consequential damages, so the above exclusion may not 
apply to you. This warranty gives you specific rights and you may have other rights which vary from jurisdiction to jurisdiction.

In all places, the purchaser should contact the place of purchase for information about warranty service.

  SR SUNTOUR INC.      
  No.7 Hsing Yeh Road, Fu Hsing Industrial Zone.Changhua.50606. Taiwan, R.O.C.
  Tel:00886-4-7695115 / Fax: 00886-4-769 4028 / E-mail: orders@srsuntour.com.tw

This warranty is void without proof of purchase.

  SR SUNTOUR EUROPE S.A. 
  Chaussee de Tervueren,43,1410 Waterloo. Belgium  
  Tel: 0032-2-3544676 / Fax: 0032-2-354 7835 / 
  E-mail: service@srsuntoureurope.com

 SR SUNTOUR USA
 P.O. Box 61988 Vancouver WA 98666
 Tel: 1- 360 737 6450 / Fax: 1 360 737 6452 / 
 E-mail: service@usulcorp.com

  SR SUNTOUR INC.
  Specifications are subject to change without notice. 
  Printed in TAIWAN.   

Intended use
 The SR Suntour suspension forks are designed for Endurance/Freeride and moderate downhill riding (air system/hydraulic type   
 forks) and Cross Country and All Road sports (hydraulic system/spring type forks). 
 These forks are not intended to be used in downhill racing!!! 
 Detailed information about the target category of your fork you can find on our website at - WWW.SRSUNTOUR-CYCLING.COM   
 - where you can download this instruction sheet as interactive pdf. file.

 
 If for any reason you feel that there is something wrong with the fork, by the way it handles or by unusual 
 topping sounds, you must immediately stop using it and you have to take it to the dealer from which it was 
 purchased,  for inspection.

  Date of purchase:      Fork model name         Serial number 

  Term of limited warranty: Two years from the date of purchase

  Dealer  Name:       Phone#:

  Address:

  Purchaser Name:       Phone#:

  Address:

  Suspension Fork Warranty Card:

SR Suntour website: www.srsuntour-cycling.com

- 5 -




